Before installing the speakers, carefully plan the locations of the speakers accounting for potential
electrical, plumbing, and other ﬁxtures.
Keep speakers approximately 2 feet away from corners and other surfaces that might interfere with
or cause sound reﬂection.
Contact your local dealer if you need help installing the speakers.

We highly recommend that you paint the
grilles prior to installation. If you decide to
paint the grilles in the future, it is best to
remove the grilles by simply detaching
them from the speaker. When painting
the grilles, remove the clothe material
behind the grille and be careful not to clog
the holes of the grille. Make sure the paint
is completely dry before reattaching.
When painting the baﬄe of the speaker,
the provided paint mask MUST be used.

The tweeter can pivot to enhance directivity
of the speaker. Either point the tweeter at
the listening area for a direct sound source or
reﬂect the tweeter oﬀ a wall for a diﬀused
sound ﬁeld.
There is a tweeter and woofer switch on the
front of the speaker to adjust the treble and
bass output. Factory setting is set at 0dB. If
more treble or bass is desired, adjust to the
+3 position. If less treble or bass is desired,
adjust to the -3 position.

Prior to actual installation of the NFW speakers, it is necessary to run cable to the speaker locations.
For new construction applications, a new construction bracket may be installed prior to drywall to
allow precise placement and ease of ﬁnal installation. For existing construction applications, use this
cut out template. If you are not sure of potential obstruction behind the mounting area, start by
cutting a small hole at a 45 degree angle towards the inside of the hole in the center of your
penciled mounting hole.
Cutting a small hole at an angle ﬁrst will make drywall repair much easier if necessary. See diagram
below.
Once conﬁrmed that there is no obstruction behind the mounting area, ﬁnish cutting the hole at a 90
degree angle.
Connect the speaker cable while ensuring proper polarity with the ampliﬁer, + to +, and - to -.
Insert the speaker and tighten all four mounting screws on the front of the speaker.
CAUTION: Do not overtighten the screws. This could damage the speaker, wall, surface, or both.
Adjust the speaker to your preferred settings and attach the grille.

CUT OUT
TEMPLATE

NFW 60 SERIES

INSTALLATION GUIDE / CUT OUT TEMPLATE

LIMITED LIFETIME WARRANTY
TDG Audio warrants to the original retail purchaser only that this TDG Audio product will be free from defects in
materials and workmanship, provided the speaker was purchased from a TDG Audio Authorized Dealer.
manual. Freight collect shipments will be refused. It is preferable to ship this product in the original shipping container
to lessen the chance of transit damage. In any case, the risk of loss or damage in transit is to be borne by the purchaser.

This Warranty does not include service or parts to repair damage caused by accident, disaster, misuse, abuse, negligence,
inadequate packing or shipping procedures, commercial use, voltage inputs in excess of the rated maximum of the
the Serial Number on the product has been removed, tampered with or defaced.
warranted above, the purchaser’s sole remedy shall be repair or replacement as provided above. In no event will TDG
if TDG Audio or a TDG Audio Authorized Dealer has been advised of the possibility of such damages, or for any claim by
and exclusion may not apply.
not apply.
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